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Pipe element (Special)
Fitting pilot pipe

1/2

Fittings pilot hose PTS-10

2) PU = packing unit (piece)

Designation Part no. PU 2) Application
Weight
kg (lbs)

Plug-in connection straight IQSG 100

921490 10 Plug-in connection within 
the pilot hose

0.010 (0.022)

Plug-in connection L IQSL 100

921491 5 Plug-in connection within  
the pilot hose

0.011 (0.024)

Plug-in connectionT IQST 100

921492 10 Plug-in connection within  
the pilot hose

0.017 (0.037)

Plug-in union straight G1/8 SKT

921500 10 Plug-in union for  
components G1/8 0.017 (0.037)

Plug-in union straight G1/4 SKT

921501 10 Plug-in union for  
components G1/4 0.018 (0.040)

Plug-in union L rotary G1/8

921496 10 Plug-in union for  
components G1/8 0.015 (0.033)

Plug-in union L rotary G1/4

921497 5 Plug-in union for  
components G1/4 0.018 (0.040)

Plug-in union TE rotary G1/8

4001257 10 Plug-in union for  
components G1/8 0.020 (0.044)

Plug-in union TE rotary G1/4

921498 10 Plug-in union for  
components G1/4 0.020 (0.044)

Reinforcing sleeve Ms VSH 10x7

921503 10
Reinforcing sleeve for 

connection to cutting ring 
fittings

0.001 (0.002)
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Pipe element (Special)
Fitting pilot pipe

2/2

Fittings pilot hose PTS-10

2) PU = packing unit (piece)

Technical data
Operating medium ................argon (IG-01), nitrogen (IG-100),
.........................IG-55, IG-541, carbon dioxide (CO2) / gaseous
Working pressure ...............................................10 bar (145 psi)
Bursting pressure ...............................................60 bar (870 psi)
Temperature range ...........-20 °C to +50 °C (-4 °F to +122 °F)
Connection pneumatic ..........................................G1/8 or G1/4
Dimensions ....................................................................10 mm
UV resistance .......................................................................yes
Installation position ..................................................any position

Material / Surface
Body .............................................................brass, nickel-plated
Sealing ring .....................................................................NBR 70
Safety ring ...........................................................................PA66

Application
Pilot hose PTS-10 for Oxeo Inert Gas Extinguishing Systems 
with Constant Flow System HD300-LCP.
Only the approved plug connector may be used, even if identical 
alternative products are available.

Not included in delivery
Technical description pneumatic pilot hose PTS-10 ......920949

Approvals

SAP designation
e.g. part no. 921490: Plug-in connection straight IQSG 100

Maintenance
see technical description pneumatic pilot hose PTS-10
part no. 920949

Fittings pilot hose PTS-10 are part of the
VdS approval pneumatic hose PTS-10 (G315019)

1) 

1) 

Designation Part no. PU 2) Application
Weight
kg (lbs)

Plug D=10 IQSC100H

921504 10 Plug for closing non-required 
connections ø10 mm 0.003 (0.007)

Plug-in union LE rotary G1/8

921495 10 Plug-in union for 
quick release valve G1/8

0.020 (0.044)

Plug-in union straight G1/4 internal 
thread IQSF1410

921502 10 Connection for  
test pressure gauge G1/4 0.022 (0.049)


